EXISTING DATA
GENERAL TOPOGRAPHIC INFORMATION IS PROVIDED FROM LIDAR FROM CLARK COUNTY AND SPECIFIC PROJECT AREA SURVEY PERFORMED BY INTER-FLUE, INC.

SOILS
LEWIS RIVER GRAVEL BAR.

UTILITIES
THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR HAVING UTILITIES LOCATED PRIOR TO CONSTRUCTION ACTIVITIES.
THE CONTRACTOR SHALL IMMEDIATELY CONTACT THE AFFECTED UTILITY SERVICE TO REPORT ANY DAMAGED OR DESTROYED UTILITIES. THE CONTRACTOR SHALL PROVIDE EQUIPMENT OR LABOR TO REPAIR ANY UTILITY SERVICE IN REPAIRING DAMAGED OR DESTROYED UTILITIES AT NO COST TO THE OWNER.

CONSTRUCTION ACCESS
THE CONTRACTOR IS SOLELY RESPONSIBLE FOR OBTAINING ANY REQUIRED TRAFFIC CONTROL OR ACCESS PERMITS.
THE CONTRACTOR IS SOLELY RESPONSIBLE FOR PROVIDING ANY REQUIRED TRAFFIC CONTROL INCLUDING, BUT NOT LIMITED TO, SIGNAGE AND FLAGGERS.
ALL SAPLINGS AND TREES TO BE TRANSPLANTED OR REMOVED SHALL BE APPROVED BY THE OWNER'S REPRESENTATIVE AND CLEARLY MARKED.
ALL EQUIPMENT, MATERIALS AND PERSONNEL SHALL REMAIN WITHIN THE LIMITS OF DISTURBANCE.
THE CONTRACTOR SHALL KEEP THE WORK AREAS IN A NEAT AND SIGHTLY CONDITION FREE OF DEBRIS AND LITTER FOR THE DURATION OF THE PROJECT.

COFFERDAM
WORK AREA(S) SHALL BE ISOLATED BY COFFERDAMS INSTALLED UPSTREAM AND DOWNSTREAM OF ENHANCEMENT AREA. COFFERDAM MAY BE CONSTRUCTED WITH SAND FILLED BULK BAGS AND LINED WITH VISQUEEN ADJACENT TO ACTIVE FLOW IN THE CHANNEL.
DEWATERING OF WORK AREA(S) SHALL OCCUR CONCURRENTLY WITH FISH RESCUE. THE OWNER WILL BE RESPONSIBLE FOR CONDUCTING AND COORDINATING THE FISH RESCUE. THE CONTRACTOR SHALL COORDINATE DEWATERING WITH FISH RESCUE ACTIVITIES.
PUMPING SHALL BE PERFORMED TO KEEP WORK AREA DEWATERED. PUMPED DISCHARGE SHALL RELEASE SEDIMENT–LADEN WATER IN A MANNER THAT DOES NOT CAUSE CONTAMINATION OR INCREASE TURBIDITY OF SURFACE WATERS. (SEE CONTROL DEWATERING).

FISH RESCUE
COFFER DAM SHALL BE INSTALLED TO ISOLATE WORK.
INITIAL Dewatering Shall occur slowly by incrementally reducing Cofferdam areas for a period of 30 minutes to allow time for fish to find residual pools without risk of sudden standing.
RESIDUAL POOLS WITHIN THE DEWATERED CONSTRUCTION SITE SHALL BE PUMPED DRY USING SCREENED PUMP INTAKES. TRAPPED FISH SHALL BE RESCUED.
FISH BARRIERS AND PUMP INTAKES SHALL ADHERE TO NMFS SCREENING CRITERIA, NATIONAL MARINE FISHERIES SERVICE JUVENILE FISH SCREEN CRITERIA (REVISED FEBRUARY 16, 1995) AND ADDENDUM JUVENILE FISH SCREEN CRITERIA FOR PUMP INTAKES (MAY 25, 1999).
ALL FISH RESCUE EFFORTS SHALL BE SUPERVISED BY A QUALIFIED FISHERIES/AQUATIC BIOLOGIST EXPERIENCED WITH THE COLLECTION AND HANDLING OF SALMONID FISHES FROM CONSTRUCTION SITES.
ALL FISH TRAPPED IN RESIDUAL POOLS WITHIN THE PROJECT AREA WILL BE CAREFULLY COLLECTED BY SEINE AND DIP NETS AND PLACED IN CLEAN TRANSFER CONTAINERS WITH PORTABLE AERATION.
CAPTURED FISHES SHALL BE IMMEDIATELY RELEASED TO DOWNSTREAM OR UPSTREAM OF THE CONSTRUCTION SITE, DEPENDING ON SPECIES AND LIFE STAGE.

TREE SALVAGE
ANY REMOVED VEGETATION GREATER THAN 6 INCHES DIAMETER AND 15 FEET LONG SHOULD BE INCORPORATED INTO LOG JAM STRUCTURES. CONTRACTOR IS RESPONSIBLE FOR REMOVING SMALLER CLEAVING AND GRUBBING DEBRIS FROM THE SITE AT THE END OF THE PROJECT UNLESS DIRECTED BY THE OWNER'S REPRESENTATIVE. TREES THAT ARE REMOVED DURING CONSTRUCTION WILL BE USED AS PART OF THE PROJECT. TREES SHALL BE REMOVED WITH ROOT WADS ATTACHED UNLESS THEIR SIZE PROHIBITS THEIR SAFE REMOVAL WITH ROOT WAD ATTACHED. IN THESE CASES THE TREES SHALL BE FELLED AND THE ROOT WADS SALVAGED. TREE TOPS WILL BE UTILIZED AND BE CUT TO FIELD DIRECTED LENGTHS DEPENDENT ON TREE SIZE AND SPECIES.

LIVE TREES
ALL TREES NOT MARKED FOR REMOVAL SHALL BE LEFT STANDING UNDISTURBED. LOGGING ACTIVITY SHALL NOT DEBARK OR DAMAGE LIVE TREES.
1. CROSS-SECTION
   NOT TO SCALE

2. CROSS-SECTION
   NOT TO SCALE

NOTE:
CROSS-SECTION INFORMATION WAS COMPILED USING SURVEY DATA
CONDUCTED OCT, 2009 BY INTER-FLUVE, INC.
NOTES

SPECIFIC ORIENTATION OF LOGS AND BALLAST MATERIALS MAY VARY FROM TYPICAL DRAWINGS DEPENDING ON SIZE AND SHAPE OF MATERIAL DELIVERED OR SCAVENGED.

BRACING TO EXISTING TREES OR INSTALLED VERTICAL LOGS WILL OCCUR AT LOCATIONS IDENTIFIED IN THE FIELD TO PROVIDE HORIZONTAL STABILITY. FILLER LOGS AND TREE TOPS WILL BE INSTALLED AT "RACKING" LOCATIONS TO EMULATE NATURAL DEBRIS ACCUMULATIONS AND TO OPTIMIZE FISH HABITAT. THESE PIECES ARE TO BE CONSIDERED MOBILE AND TRANSIENT, AND MAY BECOME LOOSE, DISPLACED, REPLACED, OR ACCUMULATED DURING FLOODING.
NOTES

SPECIFIC ORIENTATION OF LOGS AND BALLAST MATERIALS MAY VARY FROM TYPICAL DRAWINGS DEPENDING ON SIZE AND SHAPE OF MATERIAL DELIVERED OR SALVAGED.

BRACING TO EXISTING TREES OR INSTALLED VERTICAL LOGS WILL OCCUR AT LOCATIONS IDENTIFIED IN THE FIELD TO PROVIDE HORIZONTAL STABILITY. FILLER LOGS AND TREE TOPS WILL BE INSTALLED AT "TRAPPING" LOCATIONS TO EMULATE NATURAL DEBRIS ACCUMULATIONS AND TO OPTIMIZE FISH HABITAT. THESE PIECES ARE TO BE CONSIDERED MOBILE AND TRANSIENT, AND MAY BECOME LOOSE, DISPLACED, REPLACED, OR ACCUMULATED ONTO DURING FLOODING.
1 SECTION VIEW
9 TYPICAL LOGS SECURED AT VERTICAL SNAG
NOT TO SCALE

CABLEING
USE 1/2 INCH GALVANIZED CABLE. CABLE SHALL BE CONSTRUCTOR HITCHED AROUND VERTICAL SNAG WRAPPED ONCE AROUND OTHER LOG BEFORE ENDS ARE FASTENED TOGETHER. THERE SHALL BE NO SLACK IN THE CABLE AFTER IT IS FASTENED.

2 SECTION VIEW
9 TYPICAL LWD POST ANCHOR
NOT TO SCALE

3 DETAIL VIEWS
9 TYPICAL LOG CABLEING
NOT TO SCALE
LWD INSTALLATION

10 DETAILS

BOULDER BALLAST AND WOOD CABLELING:

BOULDER BALLAST NOTES

DESCRIPTION

THIS WORK CONSISTS OF INSTALLING LOGS WITH ROOT WAXS INTO ANCHORED LOG STRUCTURES AS SHOWN ON THE PLANS AND AS DIRECTED BY THE OWNERS REPRESENTATIVE.

MATERIALS

ANCHORES FOR THIS WORK WILL CONSIST OF CABLED Boulders. Boulders shall be non-fractured basalt with a minimum specific gravity of 2.65.

CABLE SHALL BE GALVANIZED, STEEL CORE, AND SHALL HAVE A MINIMUM DIAMETER OF 1/2 INCH.

SWAGES SHALL BE ZINC PLATED COPPER AND SHALL MEET THE PERFORMANCE REQUIREMENTS OF MILITARY STANDARD MS-51644, REV. C, SLEEVES, SINGING-WIRE ROPE, MINIMUM OF 3 SWAGES PER CONNECTION.

EPOXY FOR ANCHORING SHALL BE HILTI HIT RE ADHESIVE OR APPROVED EQUIVALENT.

CONSTRUCTION

FINAL POSITIONING OF THE ANCHORED LOG STRUCTURES SHALL BE IN THE APPROXIMATE LOCATION AS SHOWN ON THE PLANS AND AS APPROVED IN THE FIELD BY THE OWNERS REPRESENTATIVE.

GENERAL NOTES, CONT'D

FINAL POSITIONING OF THE ANCHORED LOG STRUCTURES SHALL BE IN THE APPROXIMATE LOCATION AS SHOWN ON THE PLANS AND AS APPROVED IN THE FIELD BY THE OWNERS REPRESENTATIVE.

BOLDEST BOULDERS SHALL BE SECURED AS SHOWN ON THE PLANS.

DRILL HOLES IN SOLID ROCK AND AVOID ANY CRACKS OR FRACTURES. HOLES SHALL BE 5/16 INCH IN DIAMETER. HOLES MUST BE DRILLED 6 INCHES, MINIMUM, INTO ROCK. HOLES MUST BE CLEANED OF LODGE ROCK FRAGMENTS AND POWDER WITH A BRUSH AND WATER. HOLES MUST BE CLEAN OF ALL DUST, DEBRIS, OIL, AND SOAP RESIDUES. THE HOLES MUST FLUSH CLEAR TO INSURE NO MATERIAL EXISTS BETWEEN THE CABLE, EPOXY, AND ROCK SURFACE. INSTALL EPOXY PER MANUFACTURER'S RECOMMENDATIONS.

CABLE SHALL BE WRAPPED AROUND LOG BEFORE ENDS ARE INSERTED INTO THE DRILLED HOLES FILLED WITH EPOXY. WIPE CABLE WITH CLEAN ACETONE SOAKED RAG TO REMOVE OILS AND DREGASES PRIOR TO INSERTION INTO EPOXY FILLED HOLE. FULL DRILL HOLES ENOUGH TO ENSURE COMPLETE COVERAGE WITH EPOXY. INSERT CABLE INTO HOLE SO THAT END OF CABLE HITS THE BOTTOM OF THE HOLE. EXCESS EPOXY SHOULD COME OUT OF THE TOP OF THE HOLE AS CABLE IS SEATED IN DRILL HOLE.

MINIMUM 3 SWAGES PER CONNECTION. SWAGES SHALL BE INSTALLED IN ACCORDANCE WITH THE MANUFACTURER'S RECOMMENDATION, SPACING AND SWAGE TOOL DIAMETER FOR THE SIZE AND LOAD RATING OF THE CABLE BEING USED. SWAGING TOOL SHALL BE CHECKED FOR PROPER COMPRESSION, ACCORDING TO MANUFACTURER'S RECOMMENDATIONS, USING A GAUGE PROVIDED BY THE MANUFACTURER OF THE SWAGING FITTINGS BEING INSTALLED.
THE CONTRACTOR IS ADVISED THAT THE PROJECT AREA DRAINS TO A SALMON BEARING STREAM AND/OR STATE WATERS AND THAT THE CONTRACTOR IS RESPONSIBLE TO PROTECT THE RECEIVING WATERS FROM DELUZERIOUS EFFECTS OF CONSTRUCTION.

THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING THE EROSION CONTROL MEASURES SHOWN OR DESCRIBED IN THIS DRAWING AND ANY ADDITIONAL MEASURES REQUIRED BY THE CONTRACTORS MEANS AND METHODS OF CONSTRUCTION AS NEEDED TO CONTROL EROSION AND SEDIMENT AT THE CONSTRUCTION SITE. EROSION CONTROL MEASURES SHOWN OR DESCRIBED IN THIS DRAWING ARE NOT DESIGNED TO PREVENT VIOLATION OF SURFACE WATER QUALITY, OR SEDIMENT MANAGEMENT STANDARDS. EROSION CONTROL MEASURES SHALL BE MAINTAINED THROUGHOUT THE COURSE OF CONSTRUCTION AND UNTIL ALL DISTURBED EARTH IS STABILIZED IN FINISH GRADES.

EROSION CONTROL

CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING AND MAINTAINING ALL NECESSARY EROSION CONTROL FACILITIES TO COMPLY WITH APPLICABLE EROSION CONTROL REGULATIONS.

AN APPROVED EROSION AND SEDIMENT CONTROL (ESC) PLAN IS PROVIDED IN THESE DRAWINGS. THE BID AND CONSTRUCTION CONTRACT ARE BASED UPON IT. THE CONTRACTOR SHALL SOLELY BE RESPONSIBLE FOR PROVIDING EROSION CONTROL MEASURES TO COMPLY WITH THE ESC PLAN AND REGULATIONS. THE CONTRACTOR SHALL COMPLY WITH ALL APPLICABLE EROSION CONTROL REGULATIONS.

THE FOLLOWING RECOMMENDATIONS FOR AN ESC PLAN WILL PROVIDE A GUIDELINE FOR THE CONTRACTOR TO DEVELOP AND IMPLEMENT AN ESC PLAN.

A. THE IMPLEMENTATION OF THESE RECOMMENDATIONS FOR AN ESC PLAN AND THE CONSTRUCTION, MAINTENANCE, REPLACEMENT, AND UPGRADE OF THESE ESC FACILITIES IS THE RESPONSIBILITY OF THE CONTRACTOR UNTIL ALL CONSTRUCTION IS COMPLETED AND APPROVED, AND VEGETATION IS ESTABLISHED.

B. THE BOUNDARIES OF THE CLEARING LIMITS SHOWN ON THIS PLAN SHALL BE CLEARLY FLAGGED IN THE FIELD PRIOR TO CONSTRUCTION. DURING THE CONSTRUCTION PERIOD, NO DISTURBANCE BEYOND THE FLAGGED CLEARING LIMITS SHALL BE PERMITTED. THE FLAGGING SHALL BE MAINTAINED BY THE CONTRACTOR FOR THE DURATION OF CONSTRUCTION.

C. ESC FACILITIES AS APPROXIMATELY SHOWN ON THIS PLAN ARE TO BE CONSTRUCTED IN CONJUNCTION WITH OTHER CONSTRUCTION ACTIVITIES AND IN SUCH A MANNER AS TO AVOID DISTURBING ANY OTHER SEDIMENT. SEDIMENT LAKE WATER DO NOT ENTER THE DRAINAGE SYSTEM, OR VIOLATE APPLICABLE WATER STANDARDS.

D. THE ESC FACILITIES SHOWN ON THE ESC PLAN ARE THE MINIMUM REQUIREMENTS FOR ANTI-EROSION MEASURES FOR THE CONSTRUCTION PERIOD. THESE EROSIONS SHALL BE UPGRADED AS NEEDED FOR STORM EVENTS AND TO ENSURE THAT SEDIMENT AND SEDIMENT-LAIDEN WATER DO NOT LEAVE THE SITE.

E. THE ESC FACILITIES SHALL BE INSPECTED DAILY BY THE CONTRACTOR AND MAINTAINED AS NECESSARY TO ENSURE THEIR CONTINUING FUNCTIONING.

F. FROM OCTOBER 1 – APRIL 30, NO SUBTAINABLY UNWORKED SOILS SHALL REMAIN EXPOSED FOR MORE THAN TWO DAYS AT A TIME. FROM MAY 1 – SEPTEMBER 30 NO SUBTAINABLY UNWORKED SOILS SHALL REMAIN EXPOSED FOR MORE THAN SEVEN DAYS AT A TIME.

SEDMENT FENCES

1. THE SILT FENCE SHALL BE PURCHASED IN A CONTINUOUS ROLL WITH A LENGTH TO THE LENGTH OF THE BARRIER TO AVOID JOINTS. JOINTS ARE NECESSARY, SILT FENCE SHALL BE SPACED TOGETHER ONLY AT A SUPPORT POST, WITH A MINIMUM 12 INCH OVERLAP, AND BOTH ENDS SECURELY FASTENED TO THE POST, OR OVERLAP 2"x2" POSTS AND ATTACH AS APPROVED BY THE OWNER'S REPRESENTATIVE.

2. THE SILT FENCE IS TO BE INSTALLED AT LOCATIONS SHOWN ON THE PLAN ALONG THE DOWNHILL PERIMETER OF DISTURBED AREAS. THE FENCE POSTS SHALL BE SPACED A MAXIMUM OF 4 FEET APART AND DRIVEN SECURELY INTO THE GROUND A MINIMUM OF 12 INCHES.

3. THE SILT FENCE SHALL HAVE A MINIMUM VERTICAL BURIAL OF 6 INCHES. ALL EXCAVATED MATERIAL FROM FILTER FABRIC FENCE INSTALLATION SHALL BE BACKFILLED AND COMPACTED, ALONG THE ENTIRE DISTURBED AREA.

4. STANDARD OR HEAVY DUTY SILT FENCE SHALL HAVE MANUFACTURED STITCHED LOOPS FOR 2' X 2' POST INSTALLATION.

5. SILT FENCES SHALL BE REMOVED WHEN THEY HAVE SERVED THEIR USEFUL PURPOSE, BUT NOT BEFORE THE UPLAND AREA HAS BEEN PERMANENTLY PROTECTED AND STABILIZED.

6. SILT FENCES SHALL BE INSPECTED BY THE CONTRACTOR IMMEDIATELY AFTER EACH RAINFALL, AND AT LEAST DAILY DURING PROLONGED RAINFALL. ANY REQURED REPAIRS SHALL BE MADE IMMEDIATELY.

7. ON PROJECT COMPLETION THE CONTRACTOR SHALL REMOVE ALL SILT FENCES AND TEMPORARY EROSION CONTROL MEASURES FROM THE PROJECT SITE.

INSPECTION AND MAINTENANCE

ALL BEST MANAGEMENT PRACTICES (BMPs) SHALL BE INSPECTED, MAINTAINED, AND REPAIRED AS NEEDED TO ASSURE CONTINUED PERFORMANCE OF THEIR INTENDED FUNCTION. ALL ON-SITE EROSION AND SEDIMENT CONTROL MEASURES SHALL BE INSPECTED AT LEAST ONCE EVERY SEVEN DAYS AND WITHIN 24 HOURS AFTER ANY STORM EVENT GREATER THAN 0.15 INCHES OF RAIN PER 24 HOUR PERIOD.

SEDIMENT MUST BE REMOVED FROM SILT FENCES BEFORE IT REACHES APPROXIMATELY ONE THIRD THE HEIGHT OF THE FENCE, ESPECIALLY IF HEAVY RAINS ARE EXPECTED.

STABILIZE SOILS AND PROTECT SLOPES

FROM MAY 1 THROUGH SEPTEMBER 30, ALL EXPOSED SOILS SHALL BE PROTECTED FROM EROSION BY MULCHING, PLASTIC SHEETING, HYDROSEED, COVERING, OR OTHER APPROVED METHODS WITHIN ONE WEEK OF GRADING FROM OCTOBER 1 THROUGH APRIL 30, ALL EXPOSED SOILS MUST BE PROTECTED WITHIN TWO DAYS OF GRADING. SOILS SHALL BE STABILIZED BEFORE A WORK SHUTDOWN, VIOLATION OF WHICH WOULD BE BASED ON THE PREVIOUS FORECAST. SOIL STOCKPILES MUST BE STABILIZED AND PROTECTED WITHIN TWO DAYS OF HAVING BEEN STOCKPILED AS SOON AS PRACTICAL. ALL DISTURBED AREAS NOT INDICATED IN THE CONTRACT DOCUMENTS FOR OTHER PERMANENT STABILIZATION MEASURES, DESIGN, CONSTRUCTION, AND PHASE CUT AND FILL SLOPES IN A MANNER THAT WILL AVOID ENHANCING EROSION VELOCITIES ON DISTURBED SLOPES BY PROVIDING TEMPORARY BARRIERS. STORMWATER FROM OFF-SITE SHOULD BE HANDLED SEPARATELY FROM STORMWATER GENERATED ON SITE.

AFTER FINAL SITE STABILIZATION

ALL TEMPORARY EROSION AND SEDIMENTATION CONTROL MEASURES SHALL BE REMOVED WITHIN 30 DAYS AFTER FINAL SITE STABILIZATION IS ACHIEVED. ON THE PREFERRED EVENT, NO TEMPORARY EROSION CONTROL MEASURES SHALL BE REMOVED FROM THE SITE OR INCORPORATED INTO FINISHED GRADING. DISTURBED SOIL AREAS RESULTING FROM REMOVAL SHALL BE PERMANENTLY STABILIZED.

CONSTRUCTION ACCESS

PUBLIC RIGHTS-OF-WAY SHALL BE KEPT IN A CLEAN AND SERVICEABLE CONDITION AT ALL TIMES. IN THE EVENT MATERIALS ARE INADVERTEINTLY DEPOSITED ON ROADS, THE MATERIAL SHALL BE PROMPTLY REMOVED. MATERIALS ARE TO BE SWEEP AND REMOVED PRIOR TO ANY STREET FLUSHING.

SILT FENCE SHALL BE PLACED ALONG ACCESS ROUTES, STOCKPILE AREA, AND DOWNSRREAM OF OUTLET COFFER DAM.

CONTROL POLLUTANTS

CONTRACTOR MUST PREPARE A SPILL PREVENTION CONTROL AND COUNTER MEASURE (SPCC) PLAN AND IMPLEMENT REQUIRED MEASURES TO CONTROL POLLUTANTS. SEE THE SPECIAL PROVISIONS.

ALL POLLUTANT DISCHARGES OTHER THAN SEDIMENT THAT OCCUR ON SITE DURING CONSTRUCTION SHALL BE HANDLED AND DISPOSED OF IN A MANNER THAT DOES NOT CAUSE CONTAMINATION OF STORMWATER, GROUNDWATER, OR SOILS TO REMAIN ON SITE.

THE USE OF LIME, FLY ASH, OR OTHER SOIL AMENDMENTS THAT COULD ALTER THE pH OF DISCHARGE WATERS IS PROHIBITED.

SEDIMENT CONTROLS

THE DUFF LAYER, NATIVE TOP SOIL, AND NATURAL VEGETATION SHALL BE RETAINED IN AN UNDISTURBED STATE TO THE MAXIMUM EXTENT PRACTICABLE. THE CONTRACTOR SHALL MAINTAIN ALL AREAS WHICH ARE NOT TO BE DISTURBED, INCLUDING SETBACKS, SENSITIVE/CRITICAL AREAS AND THEIR BUFFER TREES. TREES AND DRAINAGE TRENCHES NOT TO BE DISTURBED SHALL BE MARKED AND FLAGGED BEFORE CONSTRUCTION ACTIVITIES ARE INITIATED. THESE AREAS SHALL BE PROTECTED BY THE CONTRACTOR WITH BARRIER FENCING AS SHOWN ON THE DRAWING AND AS DIRECTED BY THE ENGINEER WHEN CONSTRUCTION ACTIVITIES ARE INITIATED.

THE CONTRACTOR MAY ELECT TO CONSTRUCT TEMPORARY SEDIMENTATION PONDS, TANKS, OR OTHER FACILITIES AS NECESSARY TO CONTROL RUNOFF AND/OR FILTER DEWATERING DISCHARGE.

CONSTRUCTION Dewatering

HIGHLY TURBED OR CONTAMINATED DEWATERING WATER FROM CONSTRUCTION EQUIPMENT OPERATION SHALL BE PREVENTED FROM DELIVERING TO THE RECEIVER, DISPOSAL OPTIONS FOR DEWATERING DISCHARGE INCLUDE:

1. SEDIMENT-LAIDEN WATER MAY BE PUMPED TO AN UPLAND AREA AND ALLOWED TO SHEET FLOW OVER UNDISTURBED GROUND THROUGH EXISTING VEGETATION TO INTEGRATE INTO THE GROUND.

2. USE OF AN APPROPRIATELY SIZED AND MAINTAINED SEDIMENTATION BAG (TO DETERMINE SIZE AND LOCATION) TO CONTAIN THE MATERIAL AND DIRECT DISCHARGE TO A DRAINAGE TRENCH OR DITCH FOR SMALL VOLUMES OF LOCALIZED DEWATERING.

PRELIMINARY NAT FOR CONSTRUCTION

Lewis River – Eagle Island
Habitat Restoration – Site B
Woodland – Washington