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The maintenance items listed below correspond with 
the character-defining features from the previous page.

Structural repairs that use in-kind (or the same) •	
materials as the original that do not alter the original 
shape, size, or roof pitch of the home (including shed 
roofs).  Examples of materials include wood framing, 
wood shingle, or vertical board and batten siding.
Roofing maintenance that does not alter the roof •	
pitch and uses green pressed metal material, 
consistent with other homes.  Type of roof material 
includes standing seam steel sheets.
Repair of fascia boards using wood material.  Trim •	
must be primed and finished with paint of light 
green, consistent with the historical color theme of 
the area.
Repair of vents and trim using wood material.  Trim •	
may be primed and finished with paint of light 
green, consistent with the historical color theme of 
the area.
Repair of eave returns and boxed soffits using wood •	
material.  Trim must be primed and finished with 
paint of light green, consistent with the historical 
color theme of the area.
Repair or replacement of wood shingle or vertical •	
wood board and batten siding with the same 
materials.  Siding must be finished with the same 
dark brown historical color theme of the area.
Window repair or replacement with a wooden- or •	
vinyl-framed double hung window of the same style, 
so long as the frame can be painted to match the 
light green historical trim color used for employee 
housing. Replaced windows should be consistent 
with window types of the Toketee Village housing.
Maintenance of the brick chimney that uses in-kind •	
(or the same) materials as the original that do not 
alter the original shape, size, or character or the cap.
Maintenance of stone fireplace and stone terrace that •	
use in-kind (or the same) materials as the original 
that do not alter the original shape, size, or character 
of the interior fireplace.

Other Permitted Maintenance 
Priming and painting using historically appropriate •	
colors (light green trim, dark brown primary).
Cleaning exterior surfaces and windows.•	
Any maintenance conducted inside structures where •	
alterations are not visually detected from the exterior 
of the building.
Addition of storm windows (either inside or outside) •	
where character-defining windows and frames are 
left unaltered.
Repair of driveways, parking areas, exterior retaining •	
walls, exterior steps or stairs, and walkways when 
work is done in-kind to match existing materials in 
form and design.
Repair and replacement of gutters and roof drain •	
systems, or exterior components of the electrical or 
plumbing systems with materials that match the 
existing material and form so that changes to the 
exterior appearance of the resource are not evident.
In-kind repair of foundations when work is done to •	
match existing materials and form.
Installation of wheelchair ramps meeting building •	
code as long as ramps can be easily removed and 
do not affect character defining features.  Repair of 
porches, cornices, doors, balustrades, stairs, or trim 
when the repair is done in-kind to match existing 
materials in form and design. 

Maintenance Requiring SHPO 
Consultation

Alterations to the size and shape of any structure •	
within the historic district.
Any maintenance or replacement of exterior building •	
elements that uses materials other than permitted 
herein.
A change in structure use.•	
Siting new construction near the Guest House that •	
would alter its isolated location within the landscape.
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Bunkhouse (2006)

Cook’s Quarters and Sheds (2006)

Recreation Hall (2006)Bachelor’s Quarters (2006)
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Rectangular one-story structure with front 
gable, low pitch roof 

Wood trim pressed metal roof

Vent in gable

Horizontal weatherboard in gable

Boxed soffits

Vertical wood board and batten siding

Wood frame window

Vestibule with shed roof

clearwater maintenance shop & guest house

Clearwater maintenance shop BUILDINGS

Character-Defining Features

Historic Contribution
The Bunkhouse, Cook’s Quarters, 
Bachelor’s Quarters, and Recreation Hall 
were built in 1946 as part of the original 
Toketee camp site.  These buildings are 
considered historically sensitive but are 
of questionable structural integrity.  While 
the buildings vary slightly, they share 
multiple character-defining features.  
These buildings have been utilized for 
meetings and administrative purposes, as 
well as residential use.
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The maintenance items listed below correspond with 
the character-defining features from the previous page.

Structural repairs that use in-kind (or the same) •	
materials as the original that do not alter the original 
shape, size, or roof pitch of the building (including 
shed roofs).  Examples of materials include wood 
framing, wood shingle, or vertical board and batten 
siding.
Roofing maintenance that does not alter the roof •	
pitch and uses green or unfinished pressed metal 
material, consistent with other buildings.  Type of 
roof material includes standing seam steel sheets.
Repair of vents using wood material.  Trim may be •	
primed and finished with green paint, consistent 
with the historical color theme of the area.
Repair of weatherboards and trim using wood •	
material.  Trim must be primed and finished with 
light green paint, consistent with the historical color 
theme of the area.
Repair of boxed soffits using wood material.  Trim •	
must be primed and finished with green paint, 
consistent with the historical color theme of the area.
Repair or replacement of the building’s vertical wood •	
board and batten siding with the same materials.  
Siding must be finished with the same dark brown or 
green historical color theme of the area.
Window repair or replacement with a wooden- or •	
vinyl-framed double hung window of the same 
style, so long as the frame can be painted to match 
the light green or white historical trim color used 
for buildings in this area. Replaced windows should 
be consistent with window types of other historic 
structures in the area.
Structural repairs to the vestibule must use in-kind •	
(or the same) materials as the original and do not 
alter the original shape, size, or roof pitch of the 
building.  Examples of materials include wood 
framing, wood shingle, or vertical board and batten 
siding.

Other Permitted Maintenance 
Priming and painting using historically appropriate •	
colors (green paint for most of the operations center 
buildings; light green trim, dark brown primary for 
the Bachelor’s Quarters).
Cleaning exterior surfaces and windows.•	
Any maintenance conducted inside structures where •	
alterations are not visually detected from the exterior 
of the building.
Addition of storm windows (either inside or outside) •	
where character-defining windows and frames are 
left unaltered.
Repair of driveways, parking areas, exterior retaining •	
walls, exterior steps or stairs, and walkways when 
work is done in-kind to match existing materials in 
form and design.
Repair and replacement of gutters and roof drain •	
systemand replacement of gutters and roof drain 
systems, or exterior components of the electrical or 
plumbing systems with materials that match the 
existing material and form so that changes to the 
exterior appearance of the resource are not evident.
In-kind repair of foundations when work is done to •	
match existing materials and form.
Installation of wheelchair ramps meeting building •	
code as long as ramps can be easily removed and 
do not adversely affect character defining features.  
Repair of porches, cornices, doors, balustrades, stairs, 
or trim when the repair is done in-kind to match 
existing materials in form and design. 

Maintenance Requiring SHPO 
Consultation

Demolition of buildings for Project upgrades.•	
Alterations to the size and shape of any structure •	
within the historic district.
Any maintenance or replacement of exterior building •	
elements that use materials other than permitted 
herein.
A change in structure use.•	
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PacifiCorp Energy
North Umpqua Hydroelectric Project

FERC Project No. 1927
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5.7 Historic Resource Removal, Demolition, or Decommissioning 

The removal of historic structures with architectural or engineering significance from 
the Project (as identified in the Maintenance Plans) will only occur as a last resort 
where avoidance fails to meet critical Project objectives.  The demolition of such 
significant historic resources, whether as a result of changes in operation or other 
company interest, is by definition an adverse effect and will require the full NHPA 
Section 106 consultation and mitigation process as described in the HPMP Historic 
Structures Program.  PacifiCorp anticipates removing one or more historic structures 
located in the Clearwater Maintenance Shop area that were originally built for 
“temporary uses” over the course of the Project license.  The lack of structural 
integrity and function has made these buildings difficult to rehabilitate or reuse.  
PacifiCorp will consult with the SHPO to mitigate for this impact as these plans 
progress forward.   

The demolition of non contributing structures located within Project developments 
that lack structural integrity or historic architectural/engineering significance is 
permitted without SHPO consultation, with the exception of buildings located within 
an historic district. 
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6.0  TECHNICAL GUIDANCE FOR MAINTENANCE 
AND CONSTRUCTION 

6.1 Overview 

his section provides a collection of technical guidance for the maintenance and 
preservation of historic structures for the use of field staff.  As standards change 
and new treatment technologies become available, technical guidance on these 

matters may change over time.  Therefore, the PacifiCorp CRC should continue to update 
this section and/or add new information to it over the course of the new operating license 
for staff use. 
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